Penny Lane POS Version 4.4 Service Pack 1

Installation Procedures
1. Copy or download the V44SP1.ZIP file into a temporary directory of your choosing.

2. Extract all files from the ZIP file using WINZIP.

3. Using Windows Explorer run the SETUP program.

4. Specify the directory that Penny Lane Manager is currently installed in or accept the default directory provided ( ie. c:\plm ).  Click Next.  Continue clicking Next until the Setup program finishes.  This creates a directory below c:\plm called “updates” and creates a directory below “updates” called “sp1”.

5. Install V4.4 Service Pack 1 into Penny Lane Manager.  Using Windows Explorer navigate into the c:\plm\updates\sp1 directory and run the SETUP.EXE program.

6. Select “Install V4.4 SP1” from the menu.  This copies all files to their appropriate locations and performs all necessary file conversions.

7. Install V4.4 Service Pack 1 into Penny Lane Shop Floor.  This step must be performed on each POS terminal.  Using Windows Explorer navigate into the \plm\updates\sp1 directory and run the SF_SETUP.EXE program.  This directory may be on the same machine as the Shop Floor or it may be on a separate back office machine ( ie. f:\plm\updates\sp1, for example )..

8. Select “Install V4.4 SP1” from the menu.  This copies all files to their appropriate locations and performs all necessary file conversions.

